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UNPACKING YOUR NEW ATLAS:
When your package is delivered, check the carton 
carefully for signs of rough handling. If the ATLAS is 
damaged, notify the carrier immediately and request an 
inspection. Be sure to keep the carton, packing inserts, 
packing lists and carrier’s receipt until the inspector has 
verified your claim.

EDIC’s liability ceases when the carrier picks up the 
shipment. However, our customer service staff will be 
happy to furnish any information needed in connection 
with the claim and will attempt to expedite a resolution.

PLEASE READ BEFORE 
OPERATING YOUR NEW ATLAS:
Read the manual carefully and completely before at-
tempting to operate the unit. This manual has important 
information for the use and safe operation of the ma-
chine. Keep this manual handy at all times.

This equipment has been engineered and manufactured 
to provide excellent performance and service. To ensure 
that your equipment will continue to perform as intend-
ed:

• Maintain equipment regularly- following the sug-
gested maintenance schedule provided.

• Use only original EDIC parts when servicing.
• Operate equipment with care.

If additional information is needed, please contact EDIC 
at: 800-338-3342 or email info@edic-usa.com                       

All information and specifications printed in the man-
ual are current at the time of printing; however because 
of EDIC’s policy of continual product development, we 
reserve the right to make changes at any time without 
notice.

FAILURE TO COMPLY WITH THE 
FOLLOWING WARNINGS AND 

INSTRUCTIONS WILL VOID 
THE WARRANTY.

WARNING! 
• Do not leave backpack vacuum plugged in when not 

in use. Unplug the unit from the wall outlet before 
serving.

• Do not leave outdoors or on wet surfaces.
• Do not try to vacuum any liquid with this unit. This 

vacuum is designed for dry vacuuming only.
• Use only as described in this manual. Use only the 

manufacturer’s recommended attachments and re-
placement parts.

• To prevent electrical damage, use the recommended 
50 ft/16 gauge extension cord provided. If you need 
to use a 100 ft. extension cord, it must be 14 gauge 
or greater. DO NOT use extension cords greater than 
100 ft. with this unit.

• Do not use a damaged power cord or plug. If the 
unit is not operating as intended, if the unit has been 
dropped, damaged, left outdoors, or exposed to water, 
take the unit to an authorized EDIC representative for 
an inspection.

• Do not carry the unit by the power cord or use the 
power cord as a handle. Do not close a door on the 
power cord or wrap around sharp edges or corners. 
Do not run over the power cord. Keep the power cord 
away from heated surfaces.

• Do not pull on the power cord to unplug the unit. 
Grasp plug at the wall outlet.

• Do not handle with wet hands.
• Do not put any objects into openings. Keep hair, loose 

clothing, fingers, and all parts of the body away from 
openings and moving parts. Long hair should not 
hang over or near the unit.

• Do not vacuum flammable/combustible materials 
or anything that is burning or smoking such as ciga-
rettes, matches or hot ashes.

• Empty the filter bag after every use and before storage. 
Some types of dust and debris may combust.

• Turn off the unit before unplugging.
• Connect to a properly grounded outlet only.
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GROUNDING INSTRUCTIONS AND 
PRECAUTIONS:
This piece of equipment must be grounded. Should an 
electrical malfunction occur, grounding provides a path 
of least resistance for electrical current- reducing the risk 
of electric shock. This piece of equipment is furnished 
with a cord that has a grounding conductor and ground-
ing plug. The grounded plug must only be plugged 
into an appropriate outlet that is properly installed and 
grounded in accordance with all local codes and ordi-
nances. Connecting the equipment to an improperly 
grounded outlet can result in an increased risk of electric 
shock. A qualified electrician should be consulted if you 
are unsure whether or not the outlet is properly ground-
ed. Do not modify the plug provided with the equip-
ment. If it will not fit the outlet, have a proper outlet 
installed by a qualified electrician.

This appliance is designed for use on a 120-volt circuit. 
The grounding plug provided looks like the plug illus-
trated in Figure 1. Replace the cord if the grounding pin 
is damaged or broken.

Extension cords connected to this machine should be 
14 gauge, three-wire cords with three-prong plugs and 
outlets.  DO NOT use extension cords more than 100 
feet long.

 
MOTOR:  
This electric thru-flow vacuum motors must never be 
used in applications in which wet or moist conditions 
are involved. Such motors are designed to permit the 
vacuumed air to pass over the electrical wiring to cool 
it. Therefore, any liquid (including water), dry chemical 
or other foreign substance which would come in con-
tact with electrical conductors could cause combustion 
(depending on volatility) or electrical shock. Failure to 
observe these precautions could result in property dam-
age and severe personal injury. 

ERGONOMICS:
• The weight of the ATLAS should be carried on the 

operators hips by using the adjustable waist belt.
• The padded waist belt and shoulder straps are adjust-

able for a custom fit.
• The ATLAS has a ventilated back plate to keep the 

operator cool.
• The ON/OFF switch is conveniently placed on the 

waist belt for easy access.
• Use the proper attachment for the job. EDIC has 

attachments to perform most jobs without requiring 
the operator to bend over or get into difficult posi-
tions.

PERIODIC MAINTENANCE:
• Clean cloth and micro filter after every use.
• Remove, rinse, air dry and return the foam filter dif-

fuser located in the compartment below the vacuum 
motor once a week. 

• Wipe the inside and outside of the ATLAS with a 
household cleaning agent once a week.   

Servicing:
In the event that your ATLAS requires service, please 
contact EDIC at: 800-338-3342 
Or email: info@edic-usa.com 

Do not attempt repairs yourself. EDIC will assist you in 
locating an indepedent service contractor. 
 
PREVENTATIVE MAINTENANCE:

WARNING:  
• To avoid risk of electric shock, personal injury, or 

death; disconnect power before servicing.
• The following information is for use by a qualified 

service personnel only and is to provide gudance for 
troubleshooting and maintenance.

• Have a qualified authorized service center check the 
carbon brushes on the vacuum motor and repalce 
any brush worn down to 1/2” in length.

• Do not lubricate the motor- motor is equipped with 
sealed bearings.

Fig. 1
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FILTER MAINTENANCE:
• Check the Micro Filter each and every time the unit 

is operated and finished operating. NOTE: A clogged 
or dirty filter will restrict airflow, which could result 
in reduction of suction and overheating. 

• While vacuuming throughout a structure, stop every 
two hours or as needed to clean the micro filter. 
Replace the micro filter when necessary. NOTE: Lift 
both the micro filter and the cloth filter from the unit 
at the same time.This will prevent the micro filter 
from being damaged especially if the micro filter is 
full.

• Once a month or more often if necessary, wash the 
cloth filter by hand or by machine and line dry. DO 
NOT PLACE IN DRYER.

• Once a week or more often if necessary, clean the 
dome filter located inside the vacuum underneath 
the micro filter and cloth filter.

• Remove, rinse, air dry and return the foam filter dif-
fuser located in the compartment below the vacuum 
motor once a week.

• Following the above instructions to keep the filters 
maintained is the best way to extend the life of the 
HEPA and ULPA filters. 
 
NOTE: Do not try to wash or vacuum the HEPA or 
ULPA filters. Doing so will fracture the filter media 
and greatly reduce the efficiency of the filter. HEPA 
and ULPA filters can be shaken out gently. They must 
remain sealed if they have been vacuumed with.

PREPARING THE ATLAS FOR OPERATION:
1. Remove the top cap and pull out the cloth filter. 

Verify that the dome filter has not shifted during 
shipping. Install a micro filter inside the cloth fil-
ter. At the beginning of each shift, the filters should 
be checked. Empty or replace as necessary.  Never 
use a Micro Filter without the cloth filter in place. 

2. Adjust the cap back into place and in-
sert the vacuum hose into the cap opening.                     

3. Place the aluminum wand into the vacu-
um hose and twist to secure.Verify that both 
ends of the vacuum hose are tightly secured.                            

4. Loosen the shoulder straps and the waist 
belt. In an open area, lift the backpack and 
place arms through the shoulder straps.                                                            

5. Fasten the waist belt on the backpack, making sure 
the weight is resting comfortably on your hips.          

6. Place extension cord between the waist belt and your  
body. This will allow you to sense tension when you 
run out of cord or your cord is stuck. Verify that the 
power cord is in good condition before turning on 
the unit.

7. Loosen the plastic ring located at the end of the 
wand to insert the attachment tools. Secure the at-
tachment tools by tightening the plastic ring.
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OPERATION WITH SIDEWINDER TOOL-
KIT:
Begin with the wand placed parallel to your body.
Pull the top portion of the wand inward towards your 
waist and twist at the
waist while walking backward or forwards (using a side-
by-side motion).

STORAGE AND POWER CORD CARE:

POWER CORD:
Never stretch the power cord tightly between the back-
pack and the electrical
outlet.

NOTE: A power cord that is stretched or pulled may not 
function properly
and can create a dangerous condition.
After vacuuming, unplug the extension cord at both ends 
and wind the cord up loosely. Do not wind the extension 
cord up by wrapping the cord around your hand and 
elbow.

PROPER STORAGE:
When the backpack is not in use, store the unit in a dry 
place.

TROUBLESHOOTING:

ISSUE: UNIT DOES NOT OPERATE
POSSIBLE CAUSE SOLUTION
Unit is not plugged into 
the extension cord.

Plug into the 50ft exten-
sion cord provided.

Unit is not plugged into 
the electrical outlet.

Plug into an electrical 
outlet.

Power switch not turned 
on?

If no, plug the unit into an 
electrical outlet.
If yes, verify electrical 
outlet has power.
Circuit breaker may have 
tripped or blown
a fuse.

ISSUE: 
WARMER THAN NORMAL EXHAUST
POSSIBLE CAUSE SOLUTION
Dirty Filters. Clean all filters in the unit

ISSUE: WARM POWER CORD PIGTAIL
POSSIBLE CAUSE SOLUTION
Extension cord is too long 
or wrong gauge

Verify that extension cord 
does not exceed 50 ft in 
length and the correct 
gauge or wiring is used.

ISSUE: LOSS OF SUCTION
POSSIBLE CAUSE SOLUTION
Top cap not on tight. Attach top cap properly.
Dirty filters. Clean all filters in the unit.
Loose hose cuffs. Tighten hose cuffs.
Holes or cuts in the vacu-
um hose.

Replace vacuum hose; call 
for service
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